
D I S P L A Y

 Xtreme XD IR N Series 
Interactive Screen



 Xtreme,Normal IR Series infrared all-in-one touch panel embraces collaborative learning experience with 4K

.UHD display, anti-glare glass, inbuilt stereo speakers, multi-point touch and simultaneous multi-screen display

Upgraded Design

.Xtreme,Normal IR Series touch panel features even more fashionable overall appearance

Thinner bezels

Lighter in weight

hotkeys on both sides for easy access 18

Various Ports at Front & Rear Side

!Full functional Type-C, DP, HDMI in/ out, USB 3.0×3 and more… Just to maximize your connectivity with multiple devices
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Multi-point Touch & Ultra-fine Writing

4K UHD display

 4mm tempered glass 178° 

viewing angle

The ultra-thin stylus brings you incredibly smooth and natural writing experience just like using a traditional pen.
However, it outperforms the old-school writing by identifying two touch objects with different touch sizes and configuring
different colors for each of them.
You can even change the color of either one without affecting the other!

 Xtreme,Normal IR Series employs 4K ultra HD resolution and anti-glare tempered glass to deliver astonishing lifelike
.visuals for every audience in the room

point touch-46

point writing-20

Two color writing simultaneously
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Powered by Android 11

.Compatible with Windows, Android, Mac OS and Chrome OS

Compatibility

 Have to pause your presentation due to unexpected issues but don't want the audience to see what you are doing on your connected
  devices? Not a problem! Use the remote control to freeze the screen while keeping the audio playing, so that no one gets

!distracted and your progress will not be affected

Freeze Screen
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Customizable Mounting Solutions

.You can either mount the panel using the wall mount bracket or on the mobile stand to accommodate your need

Flexible Camera & Microphone Module

!Xtreme Normal IR Series AIO touch panel comes with a replaceable camera module with two specifications. Choose the one that fits your needs best

 Premium: 8MP 4K camera + 6-mic array Economical: 2MP full HD

camera + 2 microphones
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Dimensions
Model XD-N650TTM-CM

Dimensions
Model XD-N750TTM-CM

Dimensions
Model XD-N860TTM-CM
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Model XD-N650TTM-CM XD-N750TTM-CM XD-N860TTM-CM
Size 65 inch 75 inch 86 inch

Aspect Ratio 16:9 16:9 16:9

Backlight LED LED LED

Resolution 3840×2160 3840×2160 3840×2160

Refresh Rate 60Hz 60Hz 60Hz

Brightness 400nits 500nits 500nits

Contrast Ratio 4000:1 4000:1 4000:1

Viewing Angle 178° 178° 178°

Colors 1.07B(10 bits) 1.07B(10 bits) 1.07B(10 bits)

Life(MTBF) ≥120,000H ≥120,000H ≥120,000H

Touch Area(L*W)/mm 1452×836 1689×970 1932×1108

Display Area(L*W)/mm 1428.48×803.52 1650.24×928.26 1895.4×1065.9

Glass Material AG(anti-glare) tempered glass AG(anti-glare) tempered glass AG(anti-glare) tempered glass

Glass Thickness 4mm 4mm 4mm

Glass Hardness Mohs 7 Mohs 7 Mohs 7

 Speaker / 20W×2+20W×1(optional) 20W×2+20W×1(optional) 20W×2+20W×1(optional)

Power /
AC:100-240V;60/50Hz;
200W(Max); ≤0.5W(Standby)

AC:100-240V;60/50Hz;
330W(Max); ≤0.5W(Standby)

AC:100-240V;60/50Hz;
450W(Max); ≤0.5W(Standby)

Version Android 11 Android 11 Android 11

CPU Amlogic T982, Cortex A55*4 1.9GHz Amlogic T982, Cortex A55*4 1.9GHz Amlogic T982, Cortex A55×4 1.9GHz

GPU MaliG52 MP2 MaliG52 MP2 MaliG52 MP2

RAM 4G / 8G DDR4 4G / 8G DDR4 4G / 8G DDR4 

ROM 32G/ 64G 32G/ 64G 32G/ 64G

WiFi
IEEE 802.11a/b/g/n/ac
(2.4GHz+5GHz)

IEEE 802.11a/b/g/n/ac
(2.4GHz+5GHz)

IEEE 802.11a/b/g/n/ac
(2.4GHz+5GHz)

Analog Signal VGA Compatible:VGA,SVGA,XGA,WXGA,SXGA, WUXGA

HDMI 2.0 in×1(CEC&ARC) HDMI 2.0 in×1(CEC&ARC) HDMI 2.0 in×1(CEC&ARC)

USB Type-C 3.0×1(USB+Video+Audio+15W Charge: 5V/3A, optional 65W 
20V/3.25A)

USB Type-C 3.0×1(USB+Video+Audio+15W Charge: 5V/3A, optional 65W 
20V/3.25A)

USB Type-C 3.0×1(USB+Video+Audio+15W Charge: 5V/3A, optional 65W 
20V/3.25A)

USB-A 3.0×3(2.0 in android, 3.0 in OPS) USB-A 3.0×3(2.0 in android, 3.0 in OPS) USB-A 3.0×3(2.0 in android, 3.0 in OPS)

Touch USB-B 2.0 for HDMI×1 Touch USB-B 2.0 for HDMI×1 Touch USB-B 2.0 for HDMI×1

DP 1.2 in×1 DP 1.2 in×1 DP 1.2 in×1

HDMI 2.0 in×2(CEC) HDMI 2.0 in×2(CEC) HDMI 2.0 in×2(CEC)

VGA in(DB9)×1 VGA in(DB9)×1 VGA in(DB9)×1

VGA Audio in(3.5mm)×1 VGA Audio in(3.5mm)×1 VGA Audio in(3.5mm)×1

AV in(RCA)×1 AV in(RCA)×1 AV in(RCA)×1

YPbPr in(RCA)×1 YPbPr in(RCA)×1 YPbPr in(RCA)×1

Mic in(3.5mm)×1(support mixing) Mic in(3.5mm)×1(support mixing) Mic in(3.5mm)×1(support mixing)

HDMI 2.0 out×1(Optional) HDMI 2.0 out×1(Optional) HDMI 2.0 out×1(Optional)

Spdif out(Optical)*1 Spdif out(Optical)*1 Spdif out(Optical)×1

AV out(RCA)×1 AV out(RCA)×1 AV out(RCA)×1

Headphone out(3.5mm)×1 Headphone out(3.5mm)×1 Headphone out(3.5mm)×1

Android USB-A 3.0×1 Android USB-A 3.0×1 Android USB-A 3.0×1

Android USB-A 2.0×1 Android USB-A 2.0×1 Android USB-A 2.0×1

USB-Type C×1 USB-Type C×1 USB-Type C×1

Touch USB-B 2.0×1 Touch USB-B 2.0×1 Touch USB-B 2.0×1

RJ45×2(100Mbps in Android, 1000Mbps in OPS, shared ethernet) RJ45×2(100Mbps in Android, 1000Mbps in OPS, shared ethernet) RJ45×2(100Mbps in Android, 1000Mbps in OPS, shared ethernet)

WiFi antenna×3 WiFi antenna×3 WiFi antenna×3

BT 5.1 antenna×1 BT 5.1 antenna×1 BT 5.1 antenna×1

TF Card×1 TF Card×1 TF Card×1

RS232×1 RS232×1 RS232×1

Touch Performance Technology:Infrared; Minimum Touch Object:≥2.5mm; Touch Precision:1mm; Positioning Precision:<2.8mm.

Touch Durability ≥60,000,000 times.(More than 100,000 hours)

Touch Points 40-point touch, 20-point writing

Touch Tools Fingers, pens, or other untransparent objects.

Response Time Single touch:<5ms, Dual touch:<7ms.

Light Resistance Work normally under 80,000 lux illumination(Full daylight ≈ 100,000 lux)

OS Compatibility Windows XP/7/8/10; Linux; Chrome OS; Mac OS; Android

Touch Features Driver-free, calibration-free, waterproof, dustproof, ultra-thin, light.

Power Supply <2W, DC 5V±5%, electric current<500mA.

Model DC-200C-W01 DC-200C-W01 DC-200C-W01

Scan Mode Progressive Progressive Progressive

Resolution 2.07 Megapixel(1080p) 2.07 Megapixel(1080p) 2.07 Megapixel(1080p)

Field of View(FOV) 90°(horizontal), 60°(vertical) 90°(horizontal), 60°(vertical) 90°(horizontal), 60°(vertical)

Type Open pluggable module, easy to load and unload.

CPU Intel Core i5/Customization

RAM 4G DDR4/Customization

Storage 128G SSD/500G HDD/Customization

Network Ethernet:10/100/1000Mpbs, WiFi:IEEE 802.11b/g/n/ac(2.4GHz+5GHz), Bluetooth:4.2

Interface
(subject to model)

DP 1.2 out×1 / HDMI 1.4 out×1 / VGA out×1 / Line out(3.5mm)×1 / Mic 
in(3.5mm)×1 / RJ45×1 / WiFi antenna×2
USB-A 3.0×3+USB-A 2.0×3
Recover button×1 / Power button×1

Operating System Windows 10 64bit professional(trial)

Size(L*W*H)/mm 180×194×42,80 pin 180×194×42,80 pin 180×194×42,80 pin

Physical Dimensions
(L*W*T)/mm

1488×928×100
(without wall mount)
1488×928×123
(with wall mount)

1733×1070×94.7
(without wall mount)
1733×1070×126.7
(with wall mount)

1968×1201×111.8
(without wall mount)
1968×1201×149.3
(with wall mount)

Packed 
Dimensions(L*W*H)/mm

1690×210×1060 1920×210×1150 2154×230×1354

Bezel Width(with 
camera)/mm

Left/right/Top:15.67
Bottom:71.89

Left/right/Top:22.14
Bottom:78.11

Left/right/Top:15.67
Bottom:71.89

Net Weight 45Kg±1Kg 57Kg±1Kg 78Kg±1Kg

Gross Weight 57Kg±1Kg 71Kg±1Kg 102Kg±1Kg 

Environmental 
Requirement

/ Operation temperature:0~40℃; Operation humidity:20%~80%RH

Manual×2(1 for All-in-one touch screen, 1 for wall mount) / Installation guide×1 / Warranty card×1 / Qualified certificate×1 / Packing list×1

Pen×2 / Power cable×1(3 meters) / HDMI cable×1(3 meters) / USB cable×1(A-A, 3 meters)

Installation / Standard: wall mount; Optional: mobile floor stand.

Warranty / Touch screen/OPS & accessories: by sales contract. Software upgrade: free for lifetime.

Touch

Webcam
(Optional)

OPS
(Optional)

Dimension
&

Weight

In The Box /

 Display 

Android

 Connection 

Front

Rear

Xtreme, XD IR N Series Specifications
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SERVICES
 Xtreme  offers the best

 visualization solutions for a

 variety of demanding vertical

.markets around the globe

Innovation and simplicity 
make us happy: Our goal is 
to Satisfy the eyes of our 
customer with best of 
quality Digital Displays. 

We’re excited to help you 
on your journey to Buying 
Digital Displays from our 
company!

 XTREME
 Whether it’s mission-critical applications,
 immersive customer experiences, or connecting
 with information in new ways, Xtreme Display
 visual experiences to life. We are proud to be your
 source for premium display products and
.solutions

Xtreme’s 
innovative LCD 

video wall 
solutions are 
specifically 
designed to 

deliver precise 
and brilliant 

visual messages

Video Wall
LCD Monitors

Direct view LED 
video wall 

technology is 
becoming 

increasingly 
popular due to 

its ability to 
deliver seamless 

images

Video Wall

Xtreme’s 
Creative LED 

Services gives 
you the ability 
to think big, be 
bold and bring 

your concepts to 
life. 

LED
Displays

  Xtreme’s
 Interactive Series

55“,65“,75“,86“,98“,110“,120”

 4K displays

fully integrated 

touch displays

Interactive
Screens

 Xtreme Digital 
signal 

processing is 
the processing 

of digitized 
discrete-time 

sampled 
signals.

Signal
Processing
Equipment Xtreme MCS 

Management 
Solution is an 

interactive 
multimedia 
information 

management 
system

Management
Solutions




