
D I S P L A Y

 Xtreme Capacitive Series 
Interactive Screen



 Xtreme ,XD Capacitive Series is a high-end capacitive touch panel specially designed for
 modern business professionals. Thanks to HKT Group's self-developed SNW technology and
 groundbreaking optical bonding technology, XD Capacitive series delivers more true-to-life
.visuals, more natural writing experience, and more efficient collaborative interaction
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Pure Flat Design, Less Is More

 Frame-less and ultra-narrow black

area 1 button +2 ports only

20W speakers  Optional Sub-×2

woofer

Ultra-Thin

.The thickness of the touch panel is down to 16mm, just slightly thicker than a mobile phone
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Plugin Face-Focusing Webcam (Optional)

 13MP/ 48MP resolution

 90° /110° field of view

Voice tracking

Reliable in Any Mounting Conditions

 XD Capacitive  is adaptable to convertible mobile stand to fit in with various installation
 conditions and space. Whether it is vertical, horizontal or tilted, it always provides reliable
.touch and display performance

 For scenarios such as video conferencing and online classes, we offer a non-wired webcam
!module with optional configurations and functions. No need for wiring, just plug and play

mic array-8

 10m pick-up distance

Sound source localization

Vocal enhancement

 Echo elimination

 Environmental noise

suppression
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8G+64G/ 8G+128G

 Support Google certified

((official EDLA

 XD Capacitive  Series adopts a back panel that delivers wide color gamut and low blue light.
.More realistic visuals, but without increasing the risk of eye damage

Vivid and Eye-Friendly

.XD Capacitive  Series comes with upgradeable Android 13

www.xtreme.net

For complete product information and accessories, visit our website: www.xtreme.net or Email: info@xtreme.net , Sales Support:KSA
+966540403433,UAE+971556699492,USA+1 7722424038 I Address: Saudi Arabia ,Riyadh-Al Kharj Industrial City, 16417 Factory G1

http://www.hctek.net.cn/product/5/
http://www.hctek.net.cn/software_class.html
http://www.hctek.net.cn/intro/23.html
http://www.hctek.net.cn/demo.html
http://www.hctek.net.cn/about.html
http://www.hctek.net.cn/contact.html


Improved Touch & Writing Experience

 Thanks to the SNW technology and optical bonding process, XD Capacitive  Series offers much
.better and more efficient touch and writing experience

 Non-latency  response 

Mistouch prevention
point touch-40
point writing-20
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Model XD-C650TTM-CM

Dimensions
Model XD-C750TTM-CM

Dimensions
Model XD-C860TTM-CM
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XD-C650TTM-CM XD-C750TTM-CM XD-C860TTM-CM
Size 65 inch 75 inch 86 inch

Aspect Ratio 16:9 16:9 16:9

Backlight LED LED LED

Resolution 3840×2160 3840×2160 3840×2160

Refresh Rate 60Hz 60Hz 60Hz

Brightness 400nits 500nits 500nits

Contrast Ratio 4000:1 4000:1 4000:1

Viewing Angle(V/H) 178° 178° 178°

Colors 1.07B(10bit） 1.07B(10bit） 1.07B(10bit）

Life(MTBF) ≥120,000H ≥120,000H ≥120,000H

Touch Area(L×W)/mm 1430.48×805.52 1652.24×930.26 1897.04×1067.96

Display Area(L×W)/mm 1428.48×803.52 1650.24×928.26 1895.04×1065.96

Glass Material AG(anti-glare) tempered glass AG(anti-glare) tempered glass AG(anti-glare) tempered glass

Glass Thickness 3mm 3mm 3mm

Glass Hardness Mohs 7 Mohs 7 Mohs 7

Bonding Optical Optical Optical

 Speaker / 20W×2 20W×2 20W×2

Power 
Consumption

/
AC:100-240V;60/50Hz;
300W(max); ≤0.5W(Standby)

AC:100-240V;60/50Hz;
430W(max); ≤0.5W(Standby)

AC:100-240V;60/50Hz;
550W(max)≤0.5W(Standby)

Version Android 13 Android 13 Android 13

CPU
RK3588, Quad-core ARM Cortex-A76 & Quad-core ARM Cortex-
A55，2.4GHz+1.8GHz

RK3588, Quad-core ARM Cortex-A76 & Quad-core ARM Cortex-
A55，2.4GHz+1.8GHz

RK3588, Quad-core ARM Cortex-A76 & Quad-core ARM Cortex-
A55，2.4GHz+1.8GHz

GPU Mali G610 MC4；NPU 6T Mali G610 MC4；NPU 6T Mali G610 MC4；NPU 6T

RAM 4G/8G 4G/8G 4G/8G

ROM 32G/64G 32G/64G 32G/64G

Touch USB-B 3.0×1(for DP/HDMI1,2,3) Touch USB-B 3.0×1(for DP/HDMI1,2,3) Touch USB-B 3.0×1(for DP/HDMI1,2,3)

RJ45(1000M)×2 RJ45(1000M)×2 RJ45(1000M)×2

RS232(DB9)×1 RS232(DB9)×1 RS232(DB9)×1

Public USB-A 3.0×2 Public USB-A 3.0×2 Public USB-A 3.0×2

Andriod USB-A 3.0×1 Andriod USB-A 3.0×1 Andriod USB-A 3.0×1

Mic in(3.5mm)×1 Mic in(3.5mm)×1 Mic in(3.5mm)×1

TF card×1(max 256G) TF card×1(max 256G) TF card×1(max 256G)

USB Type-C×1:
·Device mode: DP 1.2 in+Touch+PD 100W+USB 3.0
·Host mode: USB 2.0

USB Type-C×1:
·Device mode: DP 1.2 in+Touch+PD 100W+USB 3.0
·Host mode: USB 2.0

USB Type-C×1:
·Device mode: DP 1.2 in+Touch+PD 100W+USB 3.0
·Host mode: USB 2.0

HDMI 1.4B in×1(CEC) HDMI 1.4B in×1(CEC) HDMI 1.4B in×1(CEC)

HDMI 2.0 in×1(CEC) HDMI 2.0 in×1(CEC) HDMI 2.0 in×1(CEC)

DP1.2 in×1 DP1.2 in×1 DP1.2 in×1

WiFi antenna×1
(2.4GHz+5GHz, support wifi6)

WiFi antenna×1
(2.4GHz+5GHz, support wifi6)

WiFi antenna×1
(2.4GHz+5GHz, support wifi6)

Bluetooth 5.0×1 Bluetooth 5.0×1 Bluetooth 5.0×1

SPDIF out×1 SPDIF out×1 SPDIF out×1

HDMI 2.1 out×1(max 8K@60Hz, support ) HDMI 2.1 out×1(max 8K@60Hz, support ) HDMI 2.1 out×1(max 8K@60Hz, support )

RJ45×2(10/100/1000Mpbs) RJ45×2(10/100/1000Mpbs) RJ45×2(10/100/1000Mpbs)

Line out×1 Line out×1 Line out×1

Type-C out×1(max 4K@60Hz) Type-C out×1(max 4K@60Hz) Type-C out×1(max 4K@60Hz)

USB Type-C in×1:
·Device mode:USB 3.0+DP1.2 
in+PD20V×3.25A=65W(MAX)+100Mbps
·Host mode: USB 2.0+DP1.2 
in+PD20V×3.25A=65W(MAX)+100Mbps

USB Type-C in×1:
·Device mode:USB 3.0+DP1.2 
in+PD20V×3.25A=65W(MAX)+100Mbps
·Host mode: USB 2.0+DP1.2 
in+PD20V×3.25A=65W(MAX)+100Mbps

USB Type-C in×1:
·Device mode:USB 3.0+DP1.2 
in+PD20V×3.25A=65W(MAX)+100Mbps
·Host mode: USB 2.0+DP1.2 
in+PD20V×3.25A=65W(MAX)+100Mbps

Public USB-A 3.0*2 Public USB-A 3.0*2 Public USB-A 3.0*2

Touch Performance Technology:Projetive capacitive; Touch Precision:±1.5mm; Response Time: ≤7ms

Touch Durability Unlimited times

Touch Points 40-point touch, 20-point writing

Touch Tools Fingers or conductive objects.

Light Transmittance More than 80%

OS Compatibility Windows XP/7/8/10; Linux; Chrome OS; Mac OS; Android

Touch Features Driver-free, calibration-free, waterproof, dustproof, ultra-thin, light.

Power Supply <2W, DC 5V±5%, electric current<500mA.

CPU Intel Core i5/Customization

RAM 4G DDR4/Customization

Storage 128G SSD/500G HDD/Customization

Network
Ethernet:10/100/1000Mpbs, WiFi:IEEE 
802.11b/g/n/ac(2.4GHz+5GHz), Bluetooth:4.2

Interface
(subject to model)

DP 1.2 out×1 / HDMI 1.4 out×1 / VGA out×1 / Line 
out(3.5mm)×1  Mic in(3.5mm)×1 / RJ45×1 / WiFi antenna×2
USB-A 3.0×3+USB-A 2.0×3
Recover button×1 / Power button×1

Operating System Windows 10 64bit professional(trial)

Size(L×W×H)/mm 180×194×42,80 pin 180×194×42,80 pin 180×194×42,80 pin

Physical Dimensions
(L×W×T)/mm

1484.6×861.2×80
(without wall mount)
1484.6×861.2×112
(with wall mount)

1706.7×986.4×80.6
(without wall mount)
1706.7×986.4×112.6
(with wall mount)

1950.8×1125×80.6
(without wall mount)
1950.8×1125×107.6
(with wall mount)

Packed Dimensions(L×W×H)/mm 1690×210×1060 1920×210×1150 2154×230×1354

Bezel Width(mm) Left/right/top/bottom:1.5 Left/right/top/bottom:1.5 Left/right/top/bottom:1.5

Net Weight(with OPS) 41Kg±1Kg 66Kg±1Kg 90Kg±1Kg

Gross Weight(with OPS) 55Kg±1Kg 78Kg±1Kg 105Kg±1Kg

Environmental 
Requirement

/
Operation temperature:0~40℃; Operation 
humidity:20%~80%RH

/ Pen×2(10 replacement nibs)/ Remote control×1 / 3m Power cable×1 / 3m HDMI cable×1 / 3m A-A USB cable×1

Manual×2(1 for All-in-one touch screen, 1 for wall mount) / Installation guide×1 / Warranty card×1 / Qualified certificate×1 / Packing list×1

Installation / Standard: wall mount; Optional: mobile floor stand.

Warranty / Touch screen/OPS & accessories: by sales contract. Software upgrade: free for lifetime. inch

Side

Rear

Model
Xtreme, XD Optical Bonded Capacitive Touch Panel  Series

 Display 

In The Box

Dimension
&

Weight

OPS
(Optional)

 Touch 

Android
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